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UC18S14-24B
UC18S16-24B

Features
• Suitable for residential air handler installations
• 24V electronic power supply
• Connects to 24V power at control panel 
• Expanded Range Ballast (19V-34V) 
• 3000V surge protection 
• 14" and 16" lamp lengths  
• Water proof lamp connection 
• 6-ft lamp cord 
• Magnetic Lamp Bracket 
• Suitable for all residential coil systems 
• Patented for delta plate installations 
• 1 year limited warranty* on lamp
• 5 year limited warranty* on all other components

Specifications
Dimensions:  
Ballast:  4¾"L x 2¼"W x 2"H
Bracket:  1¾"L x 2¼"W x 3½"H
Power:  24V, 50/60Hz. 18 watts.
Amps:  14" lamp - 1.1A, 16" lamp - 1.5A
Weight:  Less than 2 lbs
Lamp Life:  9000 hours continuous operation

U.S. Patent Nos. 5,334,347, 5,817,276, 6,245,293, 6,267,924, 6,280,686,
6,313,470, 6,627,000, 6,539,727, 6,932,494, 6,550,257.

Expanded range ballast
operates over a range
of 19V-34V. Engineered
with 3000V surge
protection.

Custom magnetic
bracket uses a powerful
magnet to securely
hold the bracket to
the surface. No drilling
required.

Quick-disconnect
lamp connection is
factory-sealed and
designed for the rigors
of damp, high-humidity
environments.

Custom lamp flange
allows lamp to be
installed directly in
A-coil delta plate for
optimal UV exposure.

Custom bracket, using
magnet or screws,
allows unlimited
placement of lamp near
cooling coil or surface.

PREMIUM SINGLE LAMP  
UV COIL PURIFIER
For Air Handler Installations 
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* Complete warranty details 
 available from your local dealer 
 or at www.cleancomfort.com 


