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Features for UA Series Air Purifiers
• Large, high-intensity, 19 mm self-cleaning  

(no maintenance), quartz germicidal UVC  
and UVV oxidizing lamp

• Cobalt coating for enhanced performance
• UVC attacks micro-organisms on a molecular  

level helping to deactivate and destroy  
the contaminant

• UVV oxidizes chemicals and odors into  
non-offensive by products

• Three-year lamp life*
• User interface display used for status,  

maintenance, and service
 ശ High resolution LCD backlit on UA4000DV
 ശ LED display on UA2000DV 

• 120/240V auto-sensing ballast
• Microprocessor-controlled thermistor  

for automatic operation
• Low-profile 5/8” slim fit face
• ETL Certified

UA Series  
Ultraviolet Air Purifiers

UA SERIES
UA2000DV-CB • UA4000DV-CB
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* Complete warranty details 
 available from your local dealer 
 or at www.cleancomfort.com 

Specifications

Model Description House Size
(Ft²)

UV Intensity Inside  
Reflector

(microwatts per/cm²)

Power Weight
(lbs)Voltage Hz

UA4000DV-CB Air Purifier/Duct-mounted <4,000 16,479 110/220 50/60 8
UA2000DV-CB Air Purifier/Duct-mounted <2,000 7,990 110/220 50/60 6

Dimensions
Model W D H

UA4000DV-CB 8” 9¾” 14”
UA2000DV-CB  6¾” 7¾” 10”

Turbulator Side View

Ventilation Duct

Airflow Schematic
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