SUBMITTAL DATA: SLZ-KAO9NA & SUZ-KAO9NA

‘ MITSUBISHI

M-SERIES

9,000 BTU/H CEILING-CASSETTE HEAT-PUMP SYSTEMS AN ELECTRIC
Job Name:
System Reference: Date:
ENERGY STAR®. . . ... e Yes
& — e ENERGY STAR products are third-party certified by an EPA-recognized Certification Body.
¥ (g &
Y e
W T Electrical Requirements
y | | Power Supply . . ... 208/ 230V, 1-Phase, 60 Hz
| ! Recommended Fuse/Breaker Size....................... 15A
| Voltage
i 1 ‘ Indoor - Outdoor S1-S2 .. ..................... AC 208/ 230V
‘ = Indoor - Outdoor S2-S3 ... ... ... . ... ... ... ... DC +24V
Indoor Unit: SLZ-KAOONA Outdoor Unit: SUZ-KAOINA
OPERATING CONDITIONS
Indoor Intake Air Outdoor Intake Air
GENERAL FEATURES Te Te
o . . . emp. emp.
» Four-way 2'x2' ceiling-cassette indoor unit for ceiling recessed 90° F (32°C) DB
applications Maximum 73°F (23° C) WB 115° F (46° C) DB
« Built-in drain mechanism for condensate removal; lifts to 19-11/16" Cooling* - -
« Wide air-flow pattern for better air distribution Minimum 67°F (19°C) DB 14°F (-10° C) DB
+ Design features ventilation air intake knockout S7°F (14°C) WB
» Long-life air filter included with indoor unit Maxi 80°F (27° C) DB 75°F (24°C) DB
* Indoor unit powered from outdoor unit using A-Control Heati aximum 67°F (19°C) WB 65° F (18° C) WB
: ghmce of fan spe?cil: Low, Medium, High eating Virimom 70°F (21°C) DB 4°F (20°C)DB
: utomatic restart following a power outage 60° F (16° C) WB 5° F (-21° C) WBS

Limited warranty: five years parts and seven years compressors

4 Applications should be restricted to comfort cooling only; equipment cooling applications are not
recommended for low ambient temperature conditions.

5 System cuts out at -9° F (-27° C) to avoid thermistor error and automatically restarts at -4° F (-20° C).

ACCESSORIES
Indoor Unit
o Condensate Pump (BlueDiamond X87-711/721; 115/230V)

o Condensate Pump (Sauermann SI30-115/230; 115/230V) Indoor Unit

o Grille (SLP-15AAUW; required - shipped with unit) MCA o 1A
Fan MotorQutput. . .......... ... .. i 15W
Outdoor Unit Fan Motor (ECM) . ...............oo il 0.23 F.L.A.
o Three-pole Disconnect Switch (TAZ-MS303) Airflow (Lo-Med -Hi). . .............. 280 - 320 - 350 Dry CFM
o Air Outiet Guide (MAC-889SG) Air Filter Pgﬁ/%;o%?/?ehgzl-?ow:;c%fn'\g
o Mounting Base (DSD-400P) QR s e e A
5 Mounting Pad (ULTRILITE1) Sound Pressure Level (Lo-Med-Hi) ......... 29 -32 - 38 dB(A)
o Wall Mounting Bracket (QSWB2000M-1) DIMENSIONS |UNIT INCHES / MM | GRILLE INCHES / MM
. W 22-7/16 /570 25-5/8 / 650
Covr\},tr?ller gpttlol?s (MHK) D 22-7/16 / 570 25-5/8 / 650
o Wireless Controller
5 Wired Remote Controller (PAR-32MAA-J) H 9-1/47235 13/16 /20
o Wireless Interface for kumo cloud™ (PAC-WHS01WF-E) Weight (Unit/Grille
o Thermostat Interface (PAC-US444CN-1) e e 36/7
o Hand-held Wireless Remote Controller K. o 16.5/3
(PAR-FL32MA; req.PAR-FA32MA-E) External Finish (Unit/Grille) .......... Galvanized-steel Sheets /
o Wireless Signal Receiver Module PAR-FA32MA Munsell 6.4Y 8.9/0.4
(for PAR-FL32MA-E) Field Drainpipe Size O.D....................... 1-1/4" / 32 mm
gzg‘iﬂngATlONs Outdoor Unit
COMPresSSOr . .o vt DC Inverter-driven
Rated CapaGity. . . ... ... @' oe e 8,400 Btu/h MIGAP OSSO -+ DR vererd -
Minimum to Maximum Capacity Range . ........ 3,100 - 10,900 Btu/h MOGCP. . o o o o 15A
SEER ... ..o 15.0 Btu/h/W FanMotor (ECM) . . ............................. 0.50 FLA.
EER .. 12.0 Btu/h/W Sound Pressure Level
Total Input. . .. ... 700 W COOING - e oo e e e 46 dB(A)
Heating at 47°F2 Heating ........ ... .. .. .. .. ... .. .. . ... ... 50 dB(A)
Rated Capacity. .......... .. 10,900 Btu/h
Minimum to Maximum Capacity Range .. ....... 3,100 - 14,100 Btu/h DIMENSIONS INCHES / MM
HSPF ..ttt 9.6 Btu/h/W W 31-1/2 /800
COP 3.44 D 11-1/4 / 285
Total Input. . ... ... 930 W H 21-5/8 / 550
Heating at 17°F3 ]
Rated Capacity. . ..........oviieiieeieeeen... 6,200 Btu/h Weight . ... 66 Ibs. / 30 kg
Rated Total INPUL « + v e vt e e e e e e 740 W External Finish . .................. ... Munsell No. 3Y 7.8 /1.1
COP . o o o oo 2.46 Refrigerant Type. . ... ... R410A
Maximum Capacity™. ... ... 6,200 Btu/h Rgggesriadn; Pipe Size O.D. 3/8" / 9.52 mm
Maxi Total Input .. ... 1,040 W PAS OI0C . :
aximum fotatinpu Liquid Side. .. ......... ... o i 1/4" /1 6.35 mm
1 Cooling | Indoor: 80° F (27° C) DB/ 67° F (19° C) WB" Max. Refrigerant Pipe Length. .. ................... 65'/19 m
" Cooling | Outdoor: 95° F (35° C) DB/ 75° F (24° C) WB' Max. Refrigerant Pipe Height Difference .. ........... 40'/12m
ConnectionMethod . ............. ... ... .. .. ... .... Flared

2Heating at47° F | Indoor: 70° F (21° C) DB /60° F (16° C) WB’
2Heating at 47° F | Outdoor: 47° F (8° C) DB /43° F (6° C) WB"
3 Heating at 17° F | Indoor: 70° F (21° C) DB/ 60° F (16° C) WB’
3 Heating at 17° F | Outdoor: 17° F (-8° C) DB/ 15° F (-9° C) WB"
" Rating Conditions per AHRI Standard

“ Maximum Capacity is at full speed and performance for
INVERTER-driven System.

Specifications are subject to change without notice. © 2016 Mitsubishi Electric US, Inc.



DIMENSIONS: SLZ-KAO9NA
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Wiring entry
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Refrigerent pipe Refrigerent pipe

Models | jiquid) (gas)

1/4 inch 3/8 inch

SLZ-KAO9NA | (# 6.35mm) (#9.52mm)
flared connection flared connection
1/4 inch 3/8 inch

SLZ-KA12NA | (¢ 6.35mm) (¢ 9.52mm)
flared connection flared connection
1/4 inch 1/2 inch

SLZ-KA15NA | (# 6.35mm) (¢ 12.7mm)
flared connection flared connection

© 2016 Mitsubishi Electric US, Inc.




DIMENSIONS: SUZ-KA09NA
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REQUIRED SPACE

Open two sides of left,
right, or rear side.

FORM# SLZ-KAO9NA - SUZ-KAO9NA - 201604

Specifications are subject to change without notice.
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Basically open 4 inch or more
without any obstruction in front
and on both sides of the unit.

Liquid pipe :1/4 (flared)
Gas pipe :3/8 (flared) (KA09/12)
1/2 (flared) (KA15)
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SUBMITTAL DATA: SLZ-KA12NA & SUZ-KA12NA

‘ MITSUBISHI

M 'S E RI ES 12,000 BTU/H CEILING-CASSETTE HEAT-PUMP SYSTEMS AN ELECTRIC
Job Name:
System Reference: Date:
ENERGY STAR®. . .. . Yes
& — ENERGY STAR products are third-party certified by an EPA-recognized Certification Body.
== ) Electrical Requirements
W Power Supply . . ... .. o 208/ 230V, 1-Phase, 60 Hz
X i Recommended Fuse/Breaker Size. . . .................... 15A
| Voltage
pim : Indoor - Outdoor S1-S2 . . ..................... AC 208 / 230V
il : Indoor - Outdoor S2-S3 . . ... ... ... ... DC 24V
e =
=
Indoor Unit: SLZ-KA12NA Outdoor Unit: SUZ-KA12NA OPERATING CONDITIONS
Indoor Intake Air Outdoor Intake Air
Temp. Temp.
Maximum ?go E g’g g)vt\’,BB 115° F (46° C) DB
GENERAL FEATURES Cooling* L F(( = C)) A
» Four-way 2'x2' ceiling-cassette indoor unit for ceiling recessed . ° ° o E (L10°
applications Minimum | 570 F (140 c)wB 14°F (-10°C) DB
 Built-in drain mechanism for condensate removal; lifts to 19-11/16" . 80°F (27°C) DB 75°F (24° C) DB
+ Wide air-flow pattern for better air distribution - [Maximum 67°F (19° C) WB 65° F (18° C) WB
» Design features ventilation air intake knockout Heating S S SE (-00°
L S i A - 70°F (21°C)DB -4°F (-20° C) DB
 Long-life air filter included with indoor unit Minimum 60°F (16° C) WB 5°F (:21° C) WR®
* Indoor unit powered from outdoor unit using A-Control ( ) ~ C )
* Choice of fan speed: Low, Medium, High “ Applications should be restricted to comfort cooling only; equipment cooling applications are not
» Automatic restart following a power outage recommended for low ambient temperature conditions.
» Limited warranty: five years parts and seven years compressors 5 System cuts out at -9° F (-27° C) to avoid thermistor error and automatically restarts at -4° F (-20° C).
ACCESSORIES
Indoor Unit Indoor Unit
o Condensate Pump (BlueDiamond X87-711/721; 115/230V) MCA . 1A
o Condensate Pump (Sauermann S130-115/230; 115/230V) Ean MOEOF EI)E%R;IJ)t ------------------------------- 008 FZE XV
i _ - ired - shi ; i anMotor (ECM) .. ... . . L.A.
o Grille (SLP-15AAUW,; required - shipped with unit) Airflow (Lo - Med - Hi) - .. o 280 - 320 - 390 Dry CFM
Outdoor Unit 250 - 290 - 350 Wet CFM
. ) AirFilter ........ .. ... ... .. ... ... Polypropylene Honeycomb
o Three-pole Disconnect Switch (TAZ-MS303) Sound Pressure Level (Lo-Med-Hi) ......... 30 - 34 - 39 dB(A)
o Air Outlet Guide (MAC-889SG)
o Mounting Base (DSD-400P) GRILLE
o Mounting Pad (ULTRILITE1) DIMENSIONS |UNIT INCHES / MM INCHES / MM
o Wall Mounting Bracket (QSWB2000M-1)
W 22-7/16 /570 25-5/8 / 650
Controller Options D 22-7/16 / 570 25-5/8 / 650
o Wireless Controller (MHK1) H 9-1/4 /1 235 13/16 /20
o Wired Remote Controller (PAR-32MAA-J) ] .
o Wireless Interface for kumo cloud™ (PAC-WHS01WF-E) Weight (Unit/Grille)
o Thermostat Interface (PAC-US444CN-1) l|ZbS -------------------------------------------- 1'632 5 g
Hand-held Wireless Remote Controller g :
- (PAR-FLSZMA, reqPAR-FA32MA-E) External Finish (Unlt/Grllle) .......... Galvl?ﬂruﬁzgl-lSéeleSShg(?tga
o Wireless Signal Receiver Module PAR-FA32MA : o : A/ - ;
(for PAR-FL32MA-E) Field Drainpipe Size O.D....................... 1-1/4" / 32 mm
SPECIFICATIONS Outdoor Unit
Coolin(g'1 ] Compressor . ........... i DC Inverter-driven
Rated Capacity. .. .......... .. i 11,100 Btu/h MCA . 12 A
Minimum to Maximum Capacity Range .. ....... 3,400 - 13,300 Btu/h MOCP. . 15A
SEER ... 15.4 Btu/h/W FanMotor (ECM) .. .......... ... . i .. 0.50 F.L.A.
EER ... 12.0 BtU/h/W Sound Pressure Level
Total Input. . .. ... 920 W COOING - oo e e e 49 dB(A
Heating at 47° F? Heating ........ ... ... .. .. . .. .. .. . 51 dB(A)
Rated Capacity. . ......... .. ... ... . . 13,600 Btu/h
Minimum to Maximum Capacity Range .. ....... 3,100 - 17,100 Btu/h
HSPF ..ot T 9.6 Btu/h/W DIMENSIONS INCHES / MM
COP 3.38 W 31-1/2 /800
Total Input. ... ... e 1,180 W D 11-1/4 | 285
Heating at 17° F* H 21-5/8 / 550
Rated Capacity. . ......... . i 8,300 Btu/h
Rated Total Input . ......... ... .. . .. . . 930 W
COP . 2.62 Weight ... ... . 77 Ibs. / 35 kg
Maximum Capacity™ . . ............ i 8,300 Btu/h External Finish . .................. ... Munsell No. 3Y 7.8 /1.1
Maximum Total Input ... ... 1,310 W Ee;r!gerant ;ype Sacop R410A
" ooling | Indoor: 80° F (27° C) DB/ 67° F (19° C) W8 BaaSde 3/8"/9.52 mm
! Cooling | Outdoor: 95°F (35° C) DB/ 75° F (24° C) WB' ) Liquid Side. . ... ..o 1/4" /6.35 mm
2Heating at 47° F | Indoor: 70° F (21° C) DB/60° F (16° C) WB Max. Refrigerant Pipe Length. .. ................... 65'/19 m
2Heating at 47° F | Outdoor: 47° F (8° C) DB/ 43° F (6° C) WB' Max. Refrigerant Pipe Height Difference . ............ 40'/12m
3Heating at 17° F | Indoor: 70° F (21° C) DB/ 60° F (16° C) WB’ Connection Method . ............................... Flared

3 Heating at 17° F | Outdoor: 17° F (-8° C) DB/ 15° F (-9° C) WB'
" Rating Conditions per AHRI Standard

" Maximum Capacity is at full speed and performance for
INVERTER-driven System.

Specifications are subject to change without notice. © 2016 Mitsubishi Electric US, Inc.



DIMENSIONS: SLZ-KA12NA
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Wiring entry
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Cut out hole
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Refrigerent pipe Refrigerent pipe

Models | jiquid) (gas)

1/4 inch 3/8 inch

SLZ-KAO9NA | (# 6.35mm) (#9.52mm)
flared connection flared connection
1/4 inch 3/8 inch

SLZ-KA12NA | (¢ 6.35mm) (¢ 9.52mm)
flared connection flared connection
1/4 inch 1/2 inch

SLZ-KA15NA | (# 6.35mm) (¢ 12.7mm)
flared connection flared connection

© 2016 Mitsubishi Electric US, Inc.




DIMENSIONS: SUZ-KA12NA
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REQUIRED SPACE

Open two sides of left,
right, or rear side.
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Basically open 4 inch or more
without any obstruction in front
and on both sides of the unit.

Liquid pipe :1/4 (flared)
Gas pipe :3/8 (flared) (KA09/12)
1/2 (flared) (KA15)
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SUBMITTAL DATA: SLZ-KA15NA & SUZ-KA15NA

‘ MITSUBISHI

M-SERIES

15,000 BTU/H CEILING-CASSETTE HEAT-PUMP SYSTEMS AN ELECTRIC
Job Name:
System Reference: Date:
Electrical Requirements
By Power Supply . . ....... ... ... L 208/ 230V, 1-Phase, 60 Hz
N (mm— ' P‘ Recommended Fuse/Breaker Size. ...................... 15A
== | ) Voltage
N i Indoor - Outdoor S1-S2 ... .................... AC 208/ 230V
Nt i Indoor - Outdoor S2-S3 .. ... ... DC #24V
i 1 | OPERATING CONDITIONS
| 1 ‘ = Indoor Intake Air Outdoor Intake Air
] Temp. Temp.
Indoor Unit: SLZ-KA15NA Outdoor Unit: SUZ-KA15NA Maximum 90: F (32: C)DB 115° F (46° C) DB
Cooling® 73°F (23°C)WB
" 67°F (19°C) DB R R
Minimum 57° F (14° C)WB 14° F (-10° C) DB
GENERAL FEATURES Maximum 80: F (27: ©)DB 75: F (24: ) DB
« Four-way 2'x2' ceiling-cassette indoor unit for ceiling recessed Heating 67°F (19°C) WB 65°F (18°C) WB
applications Minimum 70°F (21°C) DB 4°F (-20° C) DB
Built-in drain mechanism for condensate removal; lifts to 19-11/16" 60° F (16° C) WB -5° F (-21° C) WB?®

Wide air-flow pattern for better air distribution

Design features ventilation air intake knockout

Long-life air filter included with indoor unit

Indoor unit powered from outdoor unit using A-Control

Choice of fan speed: Low, Medium, High

Automatic restart following a power outage

Limited warranty: five years parts and seven years compressors

4 Applications should be restricted to comfort cooling only; equipment cooling applications are not
recommended for low ambient temperature conditions.
5 System cuts out at -9° F (-27° C) to avoid thermistor error and automatically restarts at -4° F (-20° C).

Indoor Unit

MCA L o 1A
Fan Motor Qutput. . .......... ... i 20 W
I‘;%gffﬁ:‘)if"zs Fan Motor (ECM) . . ... ... 0.28 F.LA.
Airflow (Lo-Med - Hi). . .............. 280 - 320 - 390 Dry CFM
o Condensate Pump (BlueDiamond X87-711/721; 115/230V) irlow (Lo - Med - Hi) 280-320 - 390 Dy oM
o Condensate Pump (Sauermann SI30-115/230; 115/230V) AirFilter ... Polypropylene Honeycomb
o Grille (SLP-15AAUW; required - shipped with unit) Sound Pressure Level (Lo-Med -Hi) ......... 31-35-40dB(A)
Outdoor Unit DIMENSIONS |UNIT INCHES /MM |SRILLE
o Three-pole Disconnect Switch (TAZ-MS303)
o Air Outlet Guide (MAC-889SG) W 22-7/16/ 570 25-5/8 / 650
o Mounting Base (DSD-400P) D 22-7/16 /570 25-5/8 / 650
o Mounting Pad (ULTRILITE1) H 9-1/4 /235 13/16 / 20
o Wall Mounting Bracket (QSWB2000M-1)

5 1 o 1= 0 36/7
Controller Options kg 165/3
o Wireless Controller (MHK1) = ik (U Sarle)y T Galvar ad-atea] ,
5 Wired Remote Controller (PAR-32MAA-J) External Finish (Unit/Grille) .......... Galv&ﬂﬁgg”séef\l(%hg /tgi1
o Wireless Interface for kumo cloud™ (PAC-WHS01WF-E) Field Drainpipe Size O.D 1-1/4" / 32 mm
o Thermostat Interface (PAC-US444CN-1) e
o Hand-held Wireless Remote Controller
(PAR-FL32MA; req.PAR-FA32MA-E) Outdoor Unit
o Wireless Signal Receiver Module PAR-FA32MA Compressor . .......ooovvenn.. DC Inverter-driven Twin Rotary
(for PAR-FL32MA-E) MO A . 12A
MOCP. . . 15A
FanMotor (ECM) . ......... ... i 0.50 F.L.A.
SPECIFICATIONS Sound Pressure Love
Rated Capacity ... 15,000 Btu/h Hoating o R
Minimum to Maximum Capacity Range .. ....... 3,800 - 17,700 Btu/h
SEER . .o 16.0 Btu/h/W DIMENSIONS INCHES / MM
EER .. 10.2 Btu/h/W W 31-1/2 / 800
TotalInput. ....... .. ... 1,460 W D 11-1/4 ] 285
Heating at 47°F2 "
Rated Capacily ... s Jids 18000 Bu/n H 21-5/8 /550
inimum to Maximum Capacity Range . ........ , - g, tu Weight .. ... 80 Ibs. / 36 kg
HSPF ..o 9.6 Btu/h/W External Finish . ..................... Munsell No. 3Y 7.8/ 1.1
COP .. 2.71 Refrigerant Type. . ... ... . . i R410A
Total Input. . .. .. 1,950 W Refrigerant Pipe Size O.D.
Heating at 17°F* GasSide . ... 1/2" /12.7 mm
Rated Capacity. . ......... .. 10,200 Btu/h Liquid Side. .. ....... ... 1/4" /1 6.35 mm
Rated Total Input . ........ ... ... ... . . . 1,310 W Max. Refrigerant Pipe Length. .. .................. 65'/19.8 m
COP . 1.99 Max. Refrigerant Pipe Height Difference ............ 40'/12.2m
Maximum Capacity™. . .. ........ .. ... 12,000 Btu/h Connection Method .. ........ ... ... .. .. ... ... Flared
Maximum Total Input .. ....... .. .. ... ... ... ... ... 1,970 W

1 Cooling | Indoor: 80° F (27° C) DB/ 67° F (19° C) WB*

1 Cooling | Outdoor: 95° F (35° C) DB/ 75° F (24° C) WB’
2Heating at47° F | Indoor: 70° F (21° C) DB /60° F (16° C) WB’
2Heating at 47° F | Outdoor: 47° F (8° C) DB/ 43° F (6° C) WB"
3 Heating at 17° F | Indoor: 70° F (21° C) DB/ 60° F (16° C) WB'
3 Heating at 17° F | Outdoor: 17° F (-8° C) DB/ 15° F (-9° C) WB"
" Rating Conditions per AHRI Standard

" Maximum Capacity is at full speed and performance for
INVERTER-driven System.

Specifications are subject to change without notice. © 2016 Mitsubishi Electric US, Inc.



DIMENSIONS: SLZ-KA15NA

Unit : inch (mm)
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DIMENSIONS: SUZ-KA15NA
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REQUIRED SPACE

Open two sides of left,
right, or rear side.

FORM# SLZ-KA15NA - SUZ-KA15NA - 201604

Specifications are subject to change without notice.
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Basically open 4 inch or more
without any obstruction in front
and on both sides of the unit.

Liquid pipe :1/4 (flared)
Gas pipe :3/8 (flared) (KA09/12)
1/2 (flared) (KA15)
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