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COMPONENT CODE NOTES: WIRING INFORMATION WIRE COLOR CODE
/I\ CONNECT SUPPLY WIRING FOR VOLTAGE, PHASE LINE VOLTAGE BK BLACK O  ORANGE
AND HERTZ SHOWN ON RATING PLATE. -FACTORY STANDAR
BTD  BLWR TIME DELAY A SUPPLY WIRE MUST BE RATED AT 75°C -FACTORY OPTION —— SE gﬁgém g 2%%PLE
E$/ L EloF;lETUF}E' BREAKER OR TERMINAL BLOCK MIN. SEE INSTRUCTIONS FOR SIZE. -FIELD INSTALLED ———==-
L TRANSFORMER & GR GREEN W WHITE
FL FUSIBLE LINK CT FACTORY WIRED FOR 24@ VOLTS.MOVE WIRES FROM LOW VOLTAGE GY GRAY Y YELLOW
FS FLOAT SWITCH 24@V TO 208V FOR 288V OPERATION. _FACTORY STANDAR
GND  GROUND
Ve PEATER ELEMENT CONTROL WIRING TO THERMOSTAT. -FACTORY OPTION —_———--
HR HEATER RELAY A BLOWER SPEED SELECT (BL WIRE) IS FACTORY WIRED TO -FIELD INSTALLED == — — — = ELECTRICAL WIRING DIAGRAM
ll_E‘i:M INDOOR BLOWER MOTOR FULL TONNAGE HIGH SPEED TAB T5, REPLACEMENT WIRE
OPT  OPTIONAL (SEE SPEED TAP TABLE FOR ALTERNATE CONFIGURATION) -MUST BE THE SAME SIZE AND TYPE OF ELECTRICAL AIR HANDLER
0S  'ONE SHOT' - SINGLE OPERATION TEMP CONTROL INSULATION AS ORIGINAL (15 C MIN.)
EIE EB'K.A';LZP%%]?'&gG /B\ FOR USE WITH COPPER CONDUCTORS ONLY. WARNING 230V X-13 MOTOR
TDR TIME DELAY RELAY -CABINET MUST BE PERMANENTLY
a WIRE NUT GROUNDED AND CONFORM TO LE.C.. N.E.C.. DR.BY [APP.BY [DATE _ |OWG. NO. REV
C.E.C. AND LOCAL CODES AS APPLICABLE. JHB 8-26-08 90-101897-04 | B3

REV. BOR 11-8-98 h@



