NOMINAL COOLING [MOTOR SPEED FROM FACTORY | AVAILABLE WIRING SCHEMATIC
CAPACITY HEAT cooL SPEEDS
WIRING DIAGRAM n 5 THRU 5 TN HIGH Won (O TP D PONER SUPPLY GND
C—079 TeP 3 8P 3 [iGH rap 31 FUSED DISCONECT e & o g
LAC I ! = 3_@ .
©PT) G\ CIRcurT breaker 1§ 34!
SEE NOTE 3 112 P
oL3
I 113 —BR oL F% o
BK BK 083— G/BK cc RC1
I 1 e ® =1
|—_ . _l = (7)) - > 0FM (T —e
N gu— —.d A R— SEE U cc
@06 NOTE 4 ®
2 4 coMP
—o— o
@Rtl BR CT (OPT.)
1 3 | {ccr
O ArarnO
[ ©OPT) GND
BK * L(GIM
18M
BR R
BR 230V
BK | R %‘1 24V Mﬁ cT coM
083 gy 7+
GND
o — o — B B — t—o—
9 SEE 10 BR
RL—2  oa 6/BK NOTE 6 oprioNeL (T T7T 5] |5 Jeui B '
| | | m KIT
20 A
BR 02 R R 054 |
Bk |
NOTE 2 Y A 3'
SEE 287—BR YJ\__ I . T g
Y HGS  LPC  HPC
oCH l:l U m | (OPT) 0PT) 10PT)
(0PT) 4 e ‘°”” I T
[ TOC2 P11 9 ey
— 7 & —|- pR—SEE NOTE 7 03 « [, |
T 11 0 1 oY 7’ L p
1 N e EEE R/G-004)
L 1 : = Tar on PA KR EN 1N I BiR rW/BK—|g45—kR/G—| !
T e e ———l-F=
POWER SUPPLY ™ ‘¢ _R__ W _ &5y 1 R v 6 t
SEE NOTE 1 TYPICAL THERMOSTAT SUB-BASE N.E.C. cmss 1
COMPONENT CODE NOTES: WIRING INFORMATION WIRE COLOR CODE
ALC  AUX.LIMIT CONTROL LAC LOW AMBIENT CODLING 1. COMMECTORS SUITABLE FOR USE WITH COPPER CONDLCTORS ONLY, LINE YOLTACE BK BLACK 0  ORANGE
BR  BLOWER RELAY , . BR BROWN PR PURP
CC  COMPRESSOR CONTACTOR [LPC LOW PRESSURE CONTROL 2. LOMPRESSOR MOTOR THERMALLY PROTECTED -FACTORY OPTION —_————— BL BLUE R RILEJD LE
CCH  CRANKCASE HEATER OFM OUTDOOR FAN MOTOR 3. F LAC IS NOT USED, CONNECT BLACK WIRE FROM -FIELD INSTALLED ———=--
COMP COMPRESSOR OPT  OPTIONAL OFM TO WIRE NUT FROM CC LOW VOLTAGE G GREEN W WHITE
CT CONTROL TRANSFORMER |EL  BLUC o ciToR 4. TRANSFORMER FACTORY WIRED FOR 238 VOLTS. USE RED AND| -FACTORY STANDARD Gy GRAY Y YELLOW
GND  GROUND T8 TERMINAL BLOCK BLUE LEADS FOR 288 VOLTS. -FACTORY OPTION ———— .
HOS  HOT GAS sENsOR | |TDC TIME DELAY CONTROL 5. SEE FUSE LABEL N CONTROL BOX COVER FOR FUSE | “FIELD INSTALLED  __ ____ ELECTRICAL WIRING DIAGRAM
H N

6. HGS LOCATED IN TOP OF COPELAND
ZR**K1 COMPRESSORS ONLY.

. BROWN AND YELLOW WIRES ARE CONTINUOUS
IF OPTIONAL TDC2 IS NOT PRESENT.

~

-MUST BE THE SAME SIZE AND TYPE OF
INSULATION AS ORIGINAL (185 C.MIN.)

WARNING

-CABINET MUST BE PERMANENTLY

GROUNDED AND CONFORM TO I.E.C., N.E.C.,

C.E.C., NATIONAL WIRING REGULATIONS,
AND LOCAL CODES AS APPLICABLE.

PACKAGE AIR CONDITIONER

W/X-13 BLOWER MOTOR
3 PH, 208/230 VOLT
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